
1.  Ramp cross slopes and landing slopes shall not exceed 1.5%.
2.  Ramps shall be flush with the gutter flow line. Maintain 5% (max.) gutter slope at ramp.
3.  Curb Ramps are required with all curb types.
4.  Detectable warning strips shall consist of a 24" x [ Ramp Width ] truncated-dome style
     surface installed full width of ramp (at least one corner of leading edge shall be within 6" of the face of curb, but no other point on

the leading edge of the warning strip shall be greater than 5' from back of curb.  Color shall be Federal Yellow.
5.  Construction of Type C ramps is allowed only where site conditions prevent construction of Type A. ramps;  obtain Engineer's

approval  before constructing Type C ramps.

Type "C"

NOTES:

CURB RAMP DETAILS

PARALLEL CURB RAMP

Maximum Pitch = 8.3%

4' x 4' (min)  Landing

Pitch = 0.5% min. and

TYP. CROSS SECTION
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(15' max.)

Maximum Pitch = 8.3%

6" (max.)

Type "B" Ramp Not Approved

Type "A"
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Pitch = 1.5% max. in

Any Direction

8.3% max. ramp slope

Detectable

warning strip

10% max. Running Slope

4'-6" (min.)

4'-6" (min.)

8.3% (max.)

running slope

(out to 15' max.)

5% max. Runout

       Slope, See Note 2

Landing Wing (2)

1.5% max. 

Cross Slope


